WASHTO Regional Permitting
Information

I. Covered Vehicles

This agreement shall authorize each Member Jurisdiction to issue regional
permits allowing operation in any other Member Jurisdiction of vehicles of the
following non-reducible maximum dimensions:

A. Weight

1. 600 pounds per inch of tire width

2. 21,500 pounds per axle

3. 43,000 pounds per tandem axle

4. 53,000 pounds per tridem (wheelbase more than 8 ft. but not more than 13

ft.)

5. 160,000 pounds gross weight

6. In no case may the gross weight exceed the sum of the permitted axle,

tandem axle, group axle weights or the weight specified by the permit,

whichever is less.

7. Having a minimum of five axles

8. The weight on any group of axles shall be determined by the weight table

attached hereto as Appendix A. Other provisions of this section shall also

apply, the lesser of these weights shall be the determining factor.

B. Length

1. 110 feet overall

C. Width

1. 14 feet

D. Height

1. 14 feet
This agreement also covers the permitting of divisible loads
moved by longer combination vehicles (LCVs). The permitted
movement of an LCV will be subject to the parameters established
by each member jurisdiction wishing to participate in this
permitting process and set forth in the Regional permit Desk
Guide. The signing of this agreement does not automatically
commit the jurisdiction to either permitting LCVs or allowing
their use within the boundaries of the jurisdiction.



